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FEATURES:

– X5 SICATECH Pneumatic/servo printer.
– Control system B&R Automation PC.
– Viscomix™ automatic ink viscosity system.
– Automatic pad cleaning (x2.)
– Cliché holder XYR.
– Various automation equipment is available.
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SICATECH
PAD PRINTING MACHINE

The MDP23 is a 5-color pad printing
machine for printing various elements
using a silicone pad.
 
The machine is equipped with an 8 
index jig round table, and a remover 
to remove the printed elements after 
print.

The MDP23 is the main machine 
designed to be connected to external 
equipment for either manual loading 
or automatic loading of elements.

The machine is not functional without 
external  equipment  for  feeding/
loading the elements.

If used in connection with the MDP23 Operator 
Modul called OM23, this equipment must be
connected, and an operator will be loading the 
elements manually in the jigs.

The elements can be removed automatically on 
station 7, by the remover and placed on the
output conveyor.OM23



Pad printing machine SICATECH  MDP23
Product catalogue 2025

MDP23  Dimensions
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MDP23  Access points when installed

Min.150 cm.

M
in.150 cm

.
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in.120 cm

.

Min.100 cm.

Minimum distance to be kept clear around 
the machine.

Minimum distance between 2 MDP23 is 175 cm.
in order to avoid doors colliding.

Machines must be proper grounded in order 
to equalize potential between machines.
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Machine function description: Semi-automatic pad printing machine 
for external infeed equipment.

Max. 1-3000/hr

 Printing capacity: Max. 2-1500/hr

Max. 5- 650/hr

 Printing force: Max. 1500N
 Cliché size: 250 x 170/210 mm
 Cliché stroke: 120 mm
 Cliché thickness: 0.5 mm / 10 mm
 Supply voltage: 3X400+N+PE
 Frequency: 50/60 Hz.

 Maximal power consumption:
6,9 kW + 11,0 kW
Average consumption
at factory settings: 2,4 kWh.

 Maximal current: 25 Amp.
 Leakage current: >10 mA
 Short circuit current: 16 kA
 Value of control voltage: 24 VDC PELV
 IP protection: IP54
 Backup fuse: 25A gG

 Air supply system pressure min / max:
Min 6 bar / max. 7.5 bar
Average air consumption
at factory settings: 195 Nl/min.

 Noise level: Max. 75 db.

 Ideal Atmospheric working conditions  
(temperature and humidity):

15 – 40 C., daily mean ambient
temperature not above 35 C.
10-90% RH, non-condensing.

 Weight: 1200 kg
 Dimensions: L x W x H 294 x 155 x 220 cm
 Electrical Schematic document number: MDP23 v01.04
 IP protection: IP54

 Lubrication: Bel-Ray, No-Tox Food Grade Synthetic       
Extreme Pressure Grease 2.

MDP23 TECHNICAL DATA

SICATECH MDP23 pad printing machine
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