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SICATECH
PAD PRINTING MACHINE

The X5 is a highly flexible printing 
machine for printing up to 5 colors 
with servo driven indexing system 
with up to 5 print modules.

Individually adjustable cliché 
holder XYR, cliché formats up to 
150×250 mm.

The machine’s construction allows 
integration with a precisely posi-
tioned printing fixture, making it 
ideal for use with indexing tables, 
rotary tables, and similar setups. 
 
Its modular design makes it
particularly well-suited for applica-
tions requiring additional processes 
such as pre-treatment, drying, or 
vision inspection systems.

FEATURES:

– Pneumatic/servomotor operation.
– Control system PLC Allen-Bradley.
– Viscomix™ automatic ink viscosity system.
– Automatic pad cleaning (x2.)
– Cliché holder XYR.
– Various automation equipment is available.
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Dimensions

Access points when installed

Minimum 85 cm
to any obstacles on 
both sides of the X5.

Minimum 85 cm
to any obstacles on 
both sides of the X5.

Minimum 100 cm
to any obstacles
in front of the X5.

Minimum 25 cm
to any obstacles
behind the X5.
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 SICATECH X5 pad printing machine
 Max. 1-2500/hr

 Printing capacity:  Max. 2-1000/hr

 Max. 5- 580/hr

 Printing force:  Max. 1100N

 Cliché size:  250 x 170/210 mm

 Cliché stroke:  120 mm

 Cliché thickness:  0.5 mm / 10 mm

 Drive:  Pneumatic / Servo

 Main voltage:  3x400+N+PE / 50–60Hz

 Frequency:  50/60 Hz

 Max current consumption:  6 A

 Max power consumption:  1,5 kW

 Control voltage:  24 VDC PELV

 IK Max:  10 kA

 ZE Max:  500 mΩ

 Leakage current:  >10 mA

 Biggest motor peak power:  1,3 kW

 Max Backup fuse:  16 Amp. gG

 Control system: Allen Bradley Safeguard PLC

 Compressed air supply:  5–6 bar

 Air consumption:  400 l/min

 Weight:  600 kg

 Dimensions: L x W x H  106 x 104 x 205 cm 

 Electrical Schematic document number:  X5 v2_00

 IP Class  IP54

TECHNICAL DATA
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